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NATIONAL CAPACITY LDR VARIANCES FOR UIC WASTES A—Continued

Waste code Waste category Effective date
U378 e All July 8, 1996.
U379 e All July 8, 1996.
U381 e —— All July 8, 1996.
U382 e ——— All July 8, 1996.
u3s3 JES RN All July 8, 1996.
u3s4 JESTR TN All July 8, 1996.
u3ss e All July 8, 1996.
U386 e All July 8, 1996.
U387 e —— All July 8, 1996.
U389 e ——— All July 8, 1996.
U390 JES RN All July 8, 1996.
U391 JESTR TN All July 8, 1996.
U392 e All July 8, 1996.
U395 SRR All July 8, 1996.
U396 SR All July 8, 1996.
U400 e ——— All July 8, 1996.
U401 JES RN All July 8, 1996.
U402 JESTR TN All July 8, 1996.
U403 e All July 8, 1996.
U404 e All July 8, 1996.
U407 e —— All July 8, 1996.
U409 e ——— All July 8, 1996.
u410 JES RN All July 8, 1996.
U411 JESTR TN All July 8, 1996.

aWastes that are deep well disposed on-site receive a six-month variance, with restrictions effective in November 1990.
bDeepwell injected D002 liquids with a pH less than 2 must meet the California List treatment standards on August 8, 1990.
cManaged in systems defined in 40 CFR 144.6(e) and 14.6(e) as Class V injection wells, that do not engage in CWA-equiva-

lent treatment before injection.
NOTE: This table is provided for the convenience of the reader.

[62 FR 26037, May 12, 1997, as amended at 63 FR 28752, May 26, 1998; 71 FR 40279, July 14, 2006]

APPENDIX IX TO PART 268—EXTRACTION Waste, Physical/Chemical Methods,” EPA
PROCEDURE (EP) TOXICITY TEST Publication SW-846, as incorporated by ref-
METHOD AND STRUCTURAL INTEG- erence in §260.11 of this chapter.

RITY TEST (METHOD 1310B)

APPENDIX X TO PART 268 [RESERVED]

NoTE: The EP (Method 1310B) is published
in “Test Methods for Evaluating Solid

APPENDIX XI TO PART 268—METAL BEARING WASTES PROHIBITED FROM DILUTION IN

A COMBUSTION UNIT ACCORDING TO 40 CFR 268.3(c)

METAL BEARING WASTES PROHIBITED FROM DILUTION IN A COMBUSTION UNIT ACCORDING TO 40

CFR 268.3(c) 1

Waste code Waste description
D004 ... Toxicity Characteristic for Arsenic.
D005 Toxicity Characteristic for Barium.
D006 Toxicity Characteristic for Cadmium.
D007 Toxicity Characteristic for Chromium.
D008 Toxicity Characteristic for Lead.
D009 Toxicity Characteristic for Mercury.
D010 Toxicity Characteristic for Selenium.

Do11

Toxicity Characteristic for Silver.
FO06 ...

V treatment sludges from electroplating operations except from the following processes:

(1) sulfuric acid anodizing of aluminum; (2) tin plating carbon steel; (3) zinc plating (segregated
basis) on carbon steel; (4) aluminum or zinc-plating on carbon steel; (5) cleaning/stripping associ-
ated with tin, zinc and aluminum plating on carbon steel; and (6) chemical etching and milling of

aluminum.

FO07 ... Spent cyanide plating bath solutions from electroplating operations.

FO008 ... Plating bath residues from the bottom of plating baths from electroplating operations where cyanides
are used in the process.

FO09 ..o Spent stripping and cleaning bath solutions from electroplating operations where cyanides are used

in the process.

287



		Superintendent of Documents
	2014-08-27T11:41:37-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




